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� Verify you are using Tenor firmware 
version P105-19-11 or higher.

� Verify you are using Tenor Configuration � Verify you are using Tenor Configuration 
Manager CM106-06-00 or higher.

� Verify you are using Microsoft Office 
Communication Server 2007 .
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� To run the Microsoft OCS 2007 Wizard, Select “Customized Tenor Configuration Manager.”  This will be done 

when you are first installing Tenor Configuration Manager.  The Tenor must be at factory default settings.

� Enter the customer code of “7002” to install the Microsoft Office Communications Server 2007 Wizard.
� Select the “OK” button to proceed to the next step.
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� Welcome to the Microsoft OCS 2007 Configuration Wizard.
� Select the “NEXT” button to proceed to the next step.
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� Select “Specify a static IP .” 

� NOTE:  All though it is possible to use DHCP, it is  not recommended in a Microsoft OCS 2007 environmen t.

� Select the “NEXT” button to proceed to the next step.
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� Enter the desired IP Address , Subnet Mask , and Gateway of the Tenor.
� Leave the External NAT IP blank as it is not needed in an OCS 2007 environment.
� Select the “NEXT” button to proceed to the next step.
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� Select “Yes” if you are using a DNS (Domain Name Server) Server. If not, select “No” and proceed to Step 11.
� Select the “NEXT” button to proceed to the next step.
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� Select “Manually Configure DNS Server Addresses” if you have a DNS Server on your network. slide 9

� Select “Manually Configure Static DNS Host ” if you would like to resolve a domain internally. slide 10

� Select the “NEXT” button to proceed to the next step.
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� Enter the IP addresses of your “Primary and Secondary DNS server .”
� Select the “NEXT” button to proceed to the next step.
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� Enter the “Static DNS Host Name .”  This will be the FQDN of the Mediation Server.
� Enter the “Static DNS Host IP Address .”  This is the IP the FQDN will resolve to.
� Select the “NEXT” button to proceed to the next step.
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� Verify there is a checkmark in the status column of “IP Address Configuration.”
� Select the “NEXT” button to proceed to the next step.



�����������������������
� Enter the IP addresses of your “Primary and Secondary Time Server” .
� Select the “NEXT” button to proceed to the next step.



���������������&��
�	
� Enter the “UTC Offset ”  according to your time zone.
� Select the “NEXT” button to proceed to the next step.
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� Verify there is a checkmark in the status column of “Time Server Configuration .”
� Select the “NEXT” button to proceed to the next step.
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� Enter the “Disconnect Generation ” type for the phone side. 
� Enter the “Caller ID Generation ” type for your phone port for the phone side.
� Select the “NEXT” button to proceed to the next step.
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� Enter a Phone Number/Extension for FXS Port (Channel) 1.

� NOTE: This number will be used to ring this FXS por t.  If you are using a “T” model Gateway, this opti on will not appear.

� Select the “NEXT” button to proceed to the next step.
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� Enter the “Phone Number/Extension ” of additional FXS ports (channels).
� When finished, select the “Save/OK” button.
� Select the “NEXT” button to proceed to the next step.
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� Verify that the phone numbers you have entered are correct.

� NOTE: “All” can be selected to make the channels a hunt group.  If this is not needed select “Done.”
� Select the “NEXT” button to proceed to the next step.
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� Verify there is a checkmark in the status column of “Phone Port Configuration.”
� Select the “NEXT” button to proceed to the next step.
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� Enter the “Disconnect Generation ” type for the line side. 
� Enter the “Caller ID Generation ” type for you phone port for the line side.
� Select the “NEXT” button to proceed to the next step.
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� Verify there is a checkmark in the status column of “Line Port Configuration.”
� Select the “NEXT” button to proceed to the next step.
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� Enter the “Gateway Name ”.  This can be up to 31 characters long.

� NOTE:  The Gateway name can be used to identify the  gateway on a RMSS (Remote Management Session Serve r).

� Select the “NEXT” button to proceed to the next step.
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� Enter the “Primary SIP Server IP/Domain Name .”

� NOTE: This should be the IP address of your Mediati on Server.

� Select the “NEXT” button to proceed to the next step.
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� Verify there is a checkmark in the status column of “VOIP Routing Configuration.”
� Select the “NEXT” button to proceed to the next step.
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� Your Tenor has now been configured successfully as a mediation gateway for the Microsoft Office 
Communication Server 2007.
� Select the “Accept ” button to proceed to the next step.


